SAME WIDTH
AS RAMP

URBAN STANDARD SPECIFICATIONS for PUBLIC IMPROVEMENT MANUAL

LAN&NG
10:1 MAXIMUM

2
% RETURN
48"MIN.
FLARE SLOPE SEE DETAL B

FLARE REQUIRED @~ © 48"MIN.
PERPENDICULAR RAMP
(FOR CLASS "B" & "C" SIDEWALK)

PERPENDICULAR RAMP
(FOR CLASS 'A'SIDEWALK)

SAME WIDTH
AS RAMP

LANDING @
48" MIN.

FLARE NOT
REQUIRED
48" MIN.

LANDING
48" MIN.

SEE DETAL 'B'
COMBINATION RAMP
(FOR AR ALLE RN v ALK) (FOR CLASS "B" & "“C" SIDEWALK)
(FOR USE_WITH RESTRICTED RIGHT-OF-WAY) (EORLUSE WL RESTRICIED RICHT-OF -WAY)
(ALL RAMP SLOPE WITHIN SIDEWALKO SIDEWALK AND PART PERPENDICULAR TO
SIDEWALK)
12" BOTH SIDES 48"MIN.

BACK OF CURB

. VARIABLE
6" CURB |
SEE \
DETAIL N

|A|

Y

VARIABLE

—~a— NORMAL
e D
—— SLO

<3-2 JOINT (NEW_PAVEMENT)
BT-3 JOINT (EXISTING PAVEMENT)
ACCESS AT CURBED MEDIANS

TYPICAL SECTION
(PERPENDICULAR & COMBINATION RAMPS) ——
mRAMP PE (12:1 MAX) -m ABL
BACK OF CURB LINE e WARNINGS
CUTeR L 7':1/2.. )7 ] FLARE SLOPE (10:1 MAX) [>>-) orass
NORMAL SL 2 NOTES:
OPE —m IF CROSSWALKS ARE MARKED, THE RAMPS, EXCLUSIVE OF FLARES,
) MUST BE WHOLLY LOCATED WITHIN THE CROSSWALK MARKINGS.
MAXIMUM RAMP SLOPE IS 12:1(8.337%). (DOES NOT APPLY AT

-LEVEL LINE 0
MID-BLOCK CROSSINGS FOR PARALLEL RAMPS OR THE

ROADWAY PAVEMENT PARALLEL PORTION OF COMBINATION RAMPS)
(@ MAXIMUM LANDING SLOPE IN ANY DIRECTION IS 27.

DETAIL 'A'
(DOES NOT APPLY TO MID-BLOCK CROSSINGS)
(®FLARE REQUIRED IF RAMP IS CONTIGUOUS WITH SIDEWALK.

SIDEWALK @ PROVIDE 27 CROSS SLOPE ACROSS MEDIAN FOR DRAINAGE.
FOR WIDE MEDIANS (12'OR GREATER), CURB RAMPS MAY BE
USED AT BOTH SIDES WITH A 48" X 48" MIN. LANDING IN

BETWEEN.
® A 24" (MIN.) STRIP OF DETECTABLE WARNINGS SHALL BE
INSTALLED AT THE BOTTOM OF RAMP.DETECTABLE WARNING
SURFACES SHALL CONTRAST VISUALLY WITH ADJACENT
WALKING SURFACE, EITHER LIGHT ON DARK OR DARK ON

RADIUS LIGHT.
FOR CROSSINGS CONTROLLED BY SIGNALS AND TIMED FOR

®
FULL CROSSING, DETECTABLE WARNINGS ARE NOT REQUIRED

KT-2 OR BT-3 JOINT
6"CURB\

NI

% _

GUTTER LINE
ROADWAY PAVEMENT o
DETAL 'B

RB RETURN

(CURB RETURN) AT MEDIANS
(D MAXIMUM ALLOWABLE GRADE BREAK BETWEEN CURB RAMP

AND GUTTER SHALL BE 137.
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